WORK AREA 8 GENERAL NOTES

|
ASBESTOS - REFER TO SECTION 028200

[ ] I B e 1. WORK AREA 2- '77 WING

REMOVE ACM IN THE FORM OF:
e VAT AND MASTIC (ALL LAYERS)
UNDER FULL CONTAINMENT WITH A PRESSURE
r [ N N N N BN BB DIFFERENTIAL AND CONTIGUOUS DECONTAMINATION UNITS.

PERFORM WORK IN THE SUMMER OF 2014.

REMOVE TILE AND MASTIC FROM UNDER BOOKCASES,
A BUT ONLY REMOVE BOTTOM SHELF. REMOVE CASEWORK
AND TILE UNDER CASEWORK IN ROOM B131.

r--1

UST
|

3 o | 74 / /) \ 2. WORK AREA 1 (PARTIAL) AND WORK AREA 4 - WINDOWS
! . . AND DOORS
" \_
n 3 DC (BOILER ROOM DOOR) A REMOVE ACM IN THE FORM OF:

5 e WINDOW CAULK

e DOOR CAULK

FOLLOWING OSHA REGULATIONS. REMOVE ANY STOFPS ON
THE INSIDE OF THE WINDOWS, PLACE POLY ON THE

INSIDES OF THE WINDOWS AND ON THE GROUND BELOW.
/_ WORK AREA 4 MARK OFF A REGULATED AREA WITH CAUTION TAPE.

REMOVE WINDOWS TO THE EXTERIOR AND DISPOSE OF
AS HAZARDOUS WASTE DUE TO THE PRESENCE OF TOXIC
LEVELS OF LEAD PAINT ON THE WINDOWS. A LANDFILL
COURTYARD ACCREDITED TO ACCEPT HAZARDOUS WASTE (RCRA

PART C PERMITTED HAZARDOUS WASTE FACILITY) MUST
WORK AREA 1 /_ WORK AREA 4 BE UTILIZED. PERFORM WORK IMMEDIATELY PRIOR TO NEW

WINDOW AND DOOR INSTALLATION.

REGULATED ITEMS

REFER TO SECTION O29500

"r\ ,-,F--------
/ \ 1. ALL WORK AREAS

IN THE REFERENCED SPEC. PROPERLY REMOVE, PACK,

| ) [ s
\/ |
________ A LIST OF REGULATED ITEMS CAN BE FOUND

I 1

b LABEL, TRANSPORT, MANIFEST AND DISPOSE
5 8 N B N B B N B F OF /RECYCLE ALL OF THE LISTED HAZARDOUS

I 1

I 1

h

i RESOURCE

/REGULATED MATERIALS/WASTE CONSTITUENTS. DO NOT
] REMOVE ITEMS UNTIL ROOMS ARE NOT SCHEDULED TO

I

I

I

I

I

I

- BE REOCCUPIED IN A SUBSEQUENT PHASE.
COMPUTER

ROOM

| | | WORK AREA 4
| e |
| S ()

MEDIA CENTER _________ : REFER TO SECTION 026500
WCIWG

- @Dy
) =] i

! ) W i REMOVE, DECONTAMINATE AND DISPOSE OF A
S i Wy 1 8.000 GALLON UNDERGROUND STORGE TANK,

|

|

|

|

|

|

UNDERGROUND STORAGE TANK

<

1. WORK AREA & - FRONT OF SCHOOL -

WORK AREA 4 - WINDOW
GLAZING PUTTY AND
CAULK AND DOOR CAULK

I -~ Ll ASSOCIATED PIPING AND ANCILLARY EQUIPMENT.

I
: REMOVE PIPING LOCATED BETWEEN THE TANK AND

| BUILDING. EMPTY THE TANK OF FUEL OIL AND DELIVER TO
I

I

I

A NEAR BY SCHOOL UNDER THE DIRECTION OF THE
ELLINGTON BCE.

WC/WG, I
PURGE AND VENT THE TANK PRIOR TO REMOVAL. SET UP
I /~ -/ - EROSION CONTROLS AND PREPARE SURROUNDING AREA
|J
|
I

/ STAEE | i i TO ACCEPT EXCAVATED PILES OF CLEAN AND
WORKROOM / / — POTENTIALLY CONTAMINATED SOIL. ELLINGTON'S
B10O3 / I -
CORR. S L
SECTION FOR COMPLETE DETAILLS AND REQUREMENTS.
PERFORM WORK BETWEEN JANUARY 2015 AND AUGUST

ENVIRONMENTAL CONSULTANT SHALL BE RESFPONSIBLE
WC/WG — WC/WG | /7 o~ PERF
[l_I’_‘ - - ,_’E:—CE—:—]I—:—:D—: I =A== — I
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FOR SOIL TESTING. REFER TO REFERENCED SPEC
MERCURY CONTAMINATION

REFER TO SECTION O28500

1. WORK AREA 3 - GYM FLOOR

WORK AREA 1 REMOVE HAZARDOUS MATERIAL IN THE FORM OF:

H-------- Hommm - g e MERCURY CONTAINING FLOORING AND MASTIC

UNDER FULL CONTAINMENT WITH A PRESSURE
DIFFERENTIAL AND CONTIGUOUS DECONTAMINATION UNITS.
EMPLOYEES WORKING IN THE AREA MUST HAVE 40 HOUR
HAZWOPER TRAINING AND MUST BE PROTECTED FROM
MERCURY EXPOSURE.

CORR. } BOYS [l__l'
B118 ==

WORK AREA 2 1

GV LeHAdR
STTOR.. 2. AIR TESTING SHALL BE PERFORMED BY THE TOWN'S
@ ENVIRONMENTAL CONSULTANT USING A JEROME METER.

CORR.

I B10O4

|
|
- el 3. A PROPANE POWERED BOBCAT WILL BE ALLOWED THE
TOR. . | WORK AREA BUT MUST BE MONITORED FOR CARBON
|
|

\\
J

P MONOXIDE (CO) EMISSIONS. IF CO LEVEL S EXCEED 35 PPM
L7 U < -1 INSIDE THE WORK AREA, WORK SHALL STOP AND THE

l

I

AREA CLEARED BEFORE RE-ENTERING.

NN\ <\ \\ 4. CLEARANCES FOR MERCURY SHALL BE PERFORMED BY
THE ENVIRONMENTAL CONSULTANT AND FAILURE SHALL
REQUIRE RE-CLEANING OF THE AREA AT THE
CONTRACTOR'S EXPENSE.

CAFETERIA 4

5. ALTHOUGH THE FLOORING PASSED A TCLP TEST FOR
MERCURY, THE CONTRACTOR 1S RESPONSIBLE FOR
DISPOSING THE WASTE STREAM AT A LANDFILL CAPABLE
OF ACCEPTING 48 PPM MERCURY WASTE.

6. SEE REFERENCED SPEC SECTION FOR MORE DETAILS.
PERFORM WORK IN THE SUMMER OF 2015.

LEAD REMEDIATION AND AWARENESS

REFER TO SECTION 028300
OFFICE

1. WORK AREA 2 -'77 WING

F =SS - S~

BASED UPON THE FACT THAT THE NEW KINDERGARTEN
- - GYMNASIUM y WILL BE LOCATED IN THE NEWLY CONSTRUCTED WING
LOCKERS B113 g AND ANY FACILITIES THAT THESE YOUNG STUDENTS

JLT. . WOULD NEED TO USE WOULD BE IN THE PRESENT '77 WING
KITCHEN JED B111 .

(LEAD FREE), THE NEW EPA LEAD RULE WOULD NOT
APPLY.

PCBS- REFER TO SECTION O28433

1. WORK AREA 1 - 250 PCBS '77 WING

REMOVE PCB CAULKS AND ASSOCIATED SUBSTRATES IN
THE FORM OF:

¢ EXTERIOR LIGHT GREY EXPANSION JOINT CAULK
BETWEEN ALL JOINTS IN THE EXTERIOR BRICK FACADE
(ABUTS BRICK).

¢ INTERIOR BROWN EXPANSION JOINT CAULK ON WALLS
AND I-BEAMS (ABUTS BRICK, CONCRETE AND METAL).

e EXTERIOR DOOR CAULK WAS FOUND ALONG THE
METAL DOOR FRAMES OF ALL EXTERIOR DOORS
ABUTS BRICK & METAL).

_________ ! mgOR_K AREA 1

|
| / -
. 1

ACM LEGEND OF SYMBOLS| REMOVE INTERIOR PCBS UNDER FULL CONTAINMENT WITH
A PRESSURE DIFFERENTIAL AND CONTIGUOUS
7 DECONTAMINATION UNITS. REMOVE EXTERIOR PCBS UNDER
RIS a % VAT AND MASTIC FULL CONTAINMENT WITH CONTIGUOUS DECONTAMINATION
WORK AREA 4 s CAULKS SHALL BE REMOVED TO A DISTANCE OF TWELVE
P = N AULK A A A
mTT T T B SEEEEEEEs T T T T 1 mTT T T B k\\\ GYM FLOOR (Hg) (12") FROM THE CAULK LINE. THE PCB BULK PRODUCT

WASTE REINTERPRETATION MEMORANDUM I1SSUED
BB BLACK BOARDS/ OCTOBER 24, 2012 1& BEING UTILIZED FOR WASTE

BULLETIN BOARDS MANAGEMENT AND DISPOSAL. INTERIOR BROWN

WORK AREA 3

m EXPANSION JOINT CAULK ALSO CONTAINS ASBESTOS,
PC PIPE CHASE THEREFORE THE WORKERS SHALL ALSO HAVE ALL THE

REQUIRED ASBESTOS LICENSING/TRAINING AS REQUIRED
AN DC | DOOR cAULK IN SPECIFICATION SECTION 028200.

PERFORM WORK IN THE SUMMER OF 2014.

WC WINDOW CAULK
V 2. WORK AREA 2 - 250 PCBS '77 WING

Bl BOILER INSULATION REMOVE PCB CAULKS AND ASSOCIATED SUBSTRATES IN

THE FORM OF:
WG WINDOW GLAZE

¢ INTERIOR BROWN EXPANSION JOINT CAULK ON WALLS
B LFI LIGHT FIXTURE AND I-BEAMS (ABUTS BRICK, CONCRETE AND METAL).

INSULATION

REMOVE INTERIOR PCBS UNDER FULL CONTAINMENT WITH
A PRESSURE DIFFERENTIAL AND CONTIGUOUS

NORTH <% FIRST FLOOR ABATEMENT - AREA "B m 7 PCB LEGEND OF SYMBOLS| DECONTAMINATION UNITS. BRICK, CONCRETE OR CMU

ABUTTING THE SUBJECT CAULKS SHALL BE REMOVED TO

SCALE: 1/8" = 1-C HAZO0? A DISTANCE OF TWELVE (12) FROM THE CAULK LINE. THE
mmm | STATE REGULATED PCB PCB BULK PRODUCT WASTE REINTERPRETATION
g WINDOW GLAZING ON MEMORANDUM ISSUED OCTOBER 24, 2012 1S BEING
e UTILIZED FOR WASTE MANAGEMENT AND DISPOSAL.
INTERIOR WINDOWS INTERIOR BROWN EXPANSION JOINT CAULK ALSO
KEY PLAN CONTAINS ASBESTOS, THEREFORE THE WORKERS SHALL
NORTH O POTENTIAL IMPACT TO AN ALSO HAVE ALL THE REQUIRED ASBESTOS
NOT TO SCALE >50 ppm PCB BULK LICENSING/TRAINING AS REQUIRED IN SPECIFICATION
PRODUCT MATERIAL SECTION ©28200.
PERFORM WORK IN THE SUMMER OF 2014.
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GENERAL NOTES

ASBESTOS - REFER TO SECTION ©28200

1WORK AREA 5- BOILER ROOM/INCINERATOR ROOM

REMOVE ACM IN THE FORM OF:
¢ INTERNAL BOILER INSULATION
o LIGHT FIXTURE INSULATION

UNDER FULL CONTAINMENT WITH A PRESSURE
DIFFERENTIAL AND CONTIGUOUS DECONTAMINATION
UNITS. PERFORM THIE WORK ONLY AFTER THE NEW
BOILER ROOM 1S OPERATIONAL AND FEEDING THE
ENTIRE SCHOOL. PERFORM WORK ONLY WHEN THERE
ARE NO CHILDREN IN THE SCHOOL..

WORK 2. WORK AREA 6- '55 WING
AREA 5 REMOVE ACM IN THE FORM OF:

e VAT AND MASTIC (ALL LAYERSILACKBOARD GLUE
AND BLACKBOARD

e BULLETIN BOARD GLUE AND BULLETIN BOARD

e MUDDED FITTINGS

e PIPE INSULATION

UNDER FULL CONTAINMENT WITH A PRESSURE

DIFFERENTIAL AND CONTIGUOUS DECONTAMINATION

UNITS. SELECTIVELY DEMOLISH PIPE CHASES, FIXED

WALLS AND CEILINGS AS INDICATED ON DRAWING

HAZ-OO1. ABATE FLOOR TILE AND MASTIC LOCATED

UNDER THE CASEWORK AND REINSTALL CASEWORK,

EXCEPT FOR CAFETERIA. PERFORM A MAJORITY

OF THE WORK IN THE SUMMER OF 2014 EXCEPT

FOR TILE UNDER THE CASEWORK IN THE CAFETERIA

AND ABATEMENT WORK IN THE KITCHEN WHICH MUST BE

N ~ DONE IN 2015 WHEN CHILDREN ARE NOT IN SCHOOL.

:_ SN 7 REMOVE CLOSET DOORS TO ACCESS FLOOR TILE.

REMOVE HIDDEN MUDDED FITTINGS IN EARLY 2015

EQ'ILEQ QQQM ABATEMENT = AQEA ”A“ m WHEN THERE ARE NO CHILDREN IN THE SCHOOL.

CARPET OVER FLOOR TILE CAN BE DISPOSED OF
ol cCALE Loiio HAZOO AS CONSTRUCTION DEBRIS IF NO TILES ARE ATTACHED

3. WORK AREA 7- WINDOWS AND DOORS

WORK REMOVE ACM IN THE FORM OF:

“WC -1 o WINDOW GLAZING PUTTY
An L De | o WINDOW CAULK
/DC! | DYC ! AREA 6 o DOOR CAULK
: FOLLOWING OSHA REGULATIONS. REMOVE ANY STOPS
ON THE INSIDE OF THE WINDOWS, PLACE POLY ON THE
INSIDES OF THE WINDOWS AND ON THE GROUND
BELOW. MARK OFF A REGULATED AREA WITH CAUTION
TAPE. REMOVE WINDOWS TO THE EXTERIOR AND
I DISPOSE OF AS HAZARDOUS WASTE DUE TO THE
; PRESENCE OF TOXIC LEVELS OF LEAD PAINT ON THE
. = WINDOWS. A LANDFILL ACCREDITED TO ACCEPT
HAZARDOUS WASTE (RCRA PART C PERMITTED
HAZARDOUS WASTE FACILITY) MUST BE UTILIZED.
PERFORM WORK IMMEDIATELY PRIOR TO NEW WINDOW
i AND DOOR INSTALLATION.

Ca1295

Iy REGULATED ITEMS REFER TO SECTION O2 85 OO

BB
|
Ll Ll L g : ALL WORK AREAS
CESSEQT I 1. A LIST OF REGULATED ITEMS CAN BE FOUND IN THE
Ca12D) i REFERENCED SPEC. PROPERLY REMOVE, PACK, LABEL,
I TRANSPORT, MANIFEST AND DISPOSE OF /RECYCLE
i ALL OF THE LISTED HAZARDOUS /REGULATED
i MATERIALS/WASTE CONSTITUENTS. DO NOT REMOVE
I ITEMS UNTIL ROOMS ARE NOT SCHEDULED
/ ! TO BE REOCCUPED IN A SUBSEQUENT PHASE.
||I
/BB A h
v —— S5 N . g

_____ 1 PCBS- REFER TO SECTION O28433

Ll
Y’ { v,
|
PC / / l:: 1. WORK AREA 6 - 21 AND <50 PCBS '55 WING

/ Il
Vs (

- . ll: REMOVE PCB CAULKS AND ASSOCIATED SUBSTRATES

™\ ™\ I IN THE FORM OF:
|
\ I
' = ::: e BROWN INTERIOR WINDOW GLAZING (ABUTS GLASS
! AND METAL).

: 7 BB/, ‘
v /
v
J I / v
|
| 5TH GRADE IRES
/ CLASSROOM / STH GRADE
I CLASSROOM
|
/ ] | /

/

5-6TH GRADE
CLASSROOM

4TH GRADE
CLASSROOM

/ SCEENCE
CLASSROOM

REMOVAL OF STATE REGULATED BROWN INTERIOR
WINDOW GLAZING IN THE '55 WING WILL COINCIDE WITH
ASBESTOS ABATEMENT. SEE SPECIFICATION SECTION
A120 028200, WORK AREA 6. METAL WINDOWS WITH STATE
REGULATED PCB-CONTAINING GLAZING SHALL BE
REMOVED AND DISPOSED OF AS CT STATE
REGULATED WASTE (CRW - CROA).

:i

SRR

CLASSROOM CLASSROOM

PERFORM WORK IN THE SUMMER OF 2014.
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N WORK 7 - WINDOW
DC (BOILER ROOM DOOR) A AND DOOR CAULK ON

= PERIMETER

SCALE: 1/8" = 1'-O" HAZOOA

NORTH ZL FIRST FLOOR ABATEMENT - AREA "A' m
NN o)

ACM LEGEND OF SYMBOLS

V,
% VAT AND MASTIC

N GYM FLOOR (Hg)

BB BLACK BOARDS/

BULLETIN BOARDS
PC PIPE CHASE

DC DOOR CAULK A
WC WINDOW CAULK ]

Bl BOILER INSULATION
WG WINDOW GLAZE

LFI LIGHT FIXTURE E
INSULATION
PCB LEGEND OF SYMBOLS y“
B | STATE REGULATED PCB
WINDOW GLAZING ON ]
INTERIOR WINDOWS
O POTENTIAL IMPACT TO AN NORTH KEY PLAN
>50 ppm PCB BULK NOT TO SCALE
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X — :l ROOF ABATEMENT - AREA "A" /41

k ; SCALE: 1/8" = 1'-O" HAZOQO3

GENERAL NOTES

ASBESTOS - REFER TO SECTION O2 82 OO
1. WORK AREA 9- ROOF

REMOVE ACM IN THE FORM OF:

e BUILT-UP ROOFING

s PARPAPET FLASHING

¢ TRANSITE SHINGLES
FOLLOWING O8SHA REGULATIONS.

7

ACM LEGEND OF SYMBOLS
=== BUILT-UP ROOFING ‘<%
@ TRANSITE SHINGLE NORTH KEY PLAN
NOT TO SCALE
XX XX FLASHING
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